L21 Series

High Purity High Performance High Pressure Regulator

L21 Series [ RoHS Directive Products ]

High Pressure Regulator

Inlet Pressure
Qutlet Pressure

Supply Pressure Effect
Proof Pressure

cv

Temperature
Outboard Leakage
Internal Volume
Approximate weight

Installation

Max.24 MPaG (Max.3,480 PSIG)
Max.0.99 MPaG (Max.144 PSIG)

(Pressure Range: 0~0.2 MPa, 0~0.4 MPa, 0~0.6 MPa,

0~0.99 MPa)

0.0005 MPaG (0.0725 PSIG) per 0.1 MPaG (14.5 PSIG)
31.5 MPa (4,567 PSI), 1.5 MPa (Outlet Side)

0.09
-10°C to +40°C

1x107"" Pa-m%sec - He (1x107"° atm - cc/sec - He)

4.75 cc (0.29 in®) w/o fittings
1.4 kg B 1Ibs. 1 0z.)

Threaded holes on the rear surface or Panel mounting

[NOTE]

1MPa = 10.2 kgffem? = 145,04 PS|
1MPa = 7504.36 mmHg = 295.4 inHg

Diaphragm
(Metal to metal seal
to atmosphere.)

Seat Retainer

[NOTE]

Fine Control Knob for
High Solution Manuzl
Delivery Pressure

Adjustment

Square Load Spring

Avold turning the control knob excessively.

- Series 125,126 are recommended for Chroline (CL;) service and Nitrous

Oxide (N20) service.
No filter in this unit.

I Flow characteristics

INLE| PRESSURE
2175PSIG (15.0MPaG)
B70PSIG (6,0MPaC)
145PSIG (1.0MPaG)
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- These tests were performed at ambient conditions.

I Outline drawing

Throaded holes for the
rear surface installation, £
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(0.276in. deep.

4.41"(112mm)

OUTLET PRESSURE
GAUGE

Fine Control Knob

5.95"(1561mm)
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1/4 face seal-MALE Stk

INLET PRESSURE
GAUGE

1/4 face seal-MALE

e-flow

[NOTE]
- Dimensions are in inches
and (mm) for reference

only.
L B . ? /- :‘E N Y - Face to face length of the
os ] OUTLET ! w ; INLET male and female are the
e7mm) il same.
p— Subject to change without
0.689
(478mm) [ 5.35"(136mm) 3.70"(©4mm) notice.
{48mm dia)
I Materials of construction I Wetted surface finishes
- -
MODEL & TYPE L21SS L21SH L21Ss-CO Standard Ra 320in. (0.80um) or less
Wetted Parts (GRADE "B") A
Body sussieL Oggzgfg 5\&: 7yin. (0.18um) or less
Poppet & Seat Retainer SUSB16L | Hastelloy” C-22]  SUS316L ( )
Diaphragm Hestelloy® C-22 ‘ SUS316L
Seat PCTFE .
Spring SUS316 | Hastelloy’ C-22]  SUS316 I Standard connections -
Gasket to seal for gauge Ni Sus316
g9 ‘ 1/4” face to face length of the male and female
Non-wetted Parts .
are the same. 3.70in. (94mm)
Bonnet SUS316, C3604BD » N .
1/4” Tube stubs and other connections available
Control Knob ABS Resin .
- as options.
O-ring NBR
[NOTE]
- Any combination of Face Seal male and/or female fittings are
available for inlet and outlet.
- Size and configuration of pressure gauge port is 1/4" Face Seal
male.
- Ordering information N
GRADE PORTING
MATERIAL _ [U] Ul 22 Ports |\ PORT TYPE
SERIES  [SS] SUs | [A] Electropolish | [3]3Ports | [w]  WelsingPort |
[LTCseries | [sH [SUS+Hastelloy®| [E| Standard | [4 4 Ports | [G | I | GAS APPLICATION
[ special Specification ] [0 | Corbon Monoxide Gas |
‘ INLET OUTLET
PRESSURE  PRESSURE
GAUGE GAUGE —Ilet —— ——Outlet —
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IAX. INLET PRESSURE PRESSURE GAUGE OUTLET PRESSURE RANGE | Type Size  Configuration OPTIONS
[16 24VPa ER 25MPa 10]__0~099MPa 2] VeR Male 2] INJOUT Reverse Position
|12 21MPa | [re 16MPa 08]  0~06MPa 3[s-JsK Female
[i0 14.8MPa | [a 10MPa 04| 0~0.4MPa 4] JsK Electropolish (GRADS
&8 6MPa 02| 0~02MPa 7] UR
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for high purity process

L21 Series



